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INSTALLATION SLEEVE 64301
-84628

IN-GRADE LUMINAIRE - 
NARROW BEAM - ADJUSTABLE

NOTE:
64301 INSTALLATION SLEEVE INCLUDED1.
FIXING IS ACHIEVED BY USING THREE WEDGE SHAPED 2.
CLAMPING ELEMENTS
MUST SUPPLY MINIMUM OF 6" OF ADEQUATE DRAINAGE3.
ADJUSTABLE OPTICAL ASSEMBLY: 0-30° TILT AND 360° 4.
ROTATABLE
INCLUDES KIT #76 - WATERPROOF CONNECTORS5.
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PROVIDED A MINIMUM OF 
6" OF PEA GRAVEL TO MAINTAIN PROPER DRAINAGE

NOTE: MORE GRACEL MAY BE REQUIRED 
IN AREAS THAT HAVE POOR SOIL DRAINAGE 
AND/ORARE USBJECT TO FREEZING

WATERPROOF J-BOX
(BY OTHERS)
MINIMUM 4"
RECOMMENDED BELOW
FIXTURE FOR CABLE
AND JUNCTION BOX

FINISHED GRADE

NOTES:
INSTALLATION HOUSING/SLEEVE INCLUDED1.
REQUIRED RECESSED OPENING 10 1/8"2.
THE UPPER EDGE OF THE RECESS OPENING MUST BE 3.
FIRM ON A THICKNESS OF 1 5/8" MIN IN ORDER TO 
ACCEPT THE CLAMPING FORCES OF THE LUMINAIRE

IN-GRADE LUMINAIRE - 
NARROW BEAM - ADJUSTABLE
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