
Application
A round in-grade luminaire featuring BEGA Ultradark Optics® providing 
targeted illumination with an extremely quiet aperture. An internal louver 
with ultra-black coating for maximum light absorption is ideal for exterior 
spaces where the lighting effect takes center stage, and the luminaire 
disappears into the landscape. The inside coating has a total hemispherical 
reflectance (THR) below 1% in the visible spectrum. Designed to bear 
pressure loads up to 11,000 lbs. from vehicles with pneumatic tire. The 
luminaire must not be used for traffic lanes where it is subject to horizontal 
pressure from vehicles braking, accelerating, or changing direction. The 
inclination angle is adjustable from 0-30°, and the optical assembly can be 
rotated 360° around the vertical axis.

Materials
Clear safety glass 
Corrosion-resistant 304 grade stainless steel 
Fully potted waterstopper cable 
Stainless steel helicoils 
Stainless steel hardware 
High temperature silicone gasket 
Stainless steel installation housing 
BEGA Ultradark Optics®

NRTL listed to North American Standards, suitable for wet locations 
Protection class IP 68

Weight: 6.82 lbs.

Electrical
Operating voltage 120-277V AC
Minimum start temperature -30° C
LED module wattage 9.3 W
System wattage 12.0 W
Controllability 0-10V, TRIAC, and ELV dimmable
Color rendering index Ra > 90
Luminaire lumens 919 lm
LED service life (L70) 60000 hrs

LED color temperature
 4000K (K4) 
 3500K (K35) 
 3000K (K3) 
 2700K (K27)

BEGA can supply you with suitable LED replacement modules for up to 20 
years after the purchase of LED luminaires - see website for details

Finish
#4 brushed stainless steel. Custom colors are not available.
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Available options
 DALI-2 Enabled for DALI control system
 FSC Fusing
 NSL Non-skid lens

 

Included (available for pre-shipment)
 B680 Installation housing
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